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1 Purpose

=iy

This system is hereby formulated in order to standardize the management of special equipment
and guarantee safe, steady and long-term operation-of special equipment.

ML A R R R B B R, ORIERF A srac e, AR R AT, ReilE A

2 Scope of Application
EREHE

The system applies to all involved departments.

At G T %8

3 Terms and Definitions
ARIBEFENX

3.1 Special equipment: boilers, pressure vessels, pressure pipes, lifts, hoisting machines,
passenger transport cableways, large recreation facilities and special motor vehicles on spot
which can endanger personal safety and cause severe injury;.including -all 'safety accessories,
safety protection devices and associated, facilities; generally ‘divided into two categories:
pressure-bearing equipment and E&M equipment.

FEFh s RIRW MR & A, ERMEBORItr . R, BAEE. Bk, BEI. &
BB KR AR BRI N L LS 2200 R e BRI B I 2 e I 4 fRym 2 EAT
52 R R E OB, 73 AR RIS .

3.2 Boiler: enclosed equipment utilizing varied fuels, power or other energiesto heat the
contained liquid to specific temperature while bearing _specific: pressure;:!including
pressure-bearing steam boilers with a volume,not. less “than: 30L ‘and pressure-bearing
hot-water boilers with outlet water pressurenot lower.ithan 0.1MPa (gauge pressure) and rated
power not lower than 0.1MPa.

Bl SEFRFIH SRR R EGE AR RENE, R PTRER UA INE —E S, R E R
JIRI B AW % s VG H N AR T 80E 56 T 30L HIZR R 29580 H FKE R T EE %6 T 0.1MPa

CRIED, HAUEZHR AT EFHSET 0.1MPa A K HoKkiml ;
3.3 Pressure vessel: an enclosed equipment containing gas or liquid while bearing specific

pressure, including fixed vessels containing gas/liquefied gas with the maximum operating
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pressure not lower than 0.1MPa (gauge pressure) and liquid with the maximum operating
temperature not lower than standard boiling point, the volume not less than 30L and the inner
diameter (maximum geometric size of the inner boundary of a non-circular cross section) not
less than 150mm as well as gas cylinders containing gas/liquefied gas with nominal operating
pressure not lower than 0.2MPa (gauge pressure) and the product of pressure and volume not
less than 1.0MPa-L or liquid with standard boiling point no greater than 60°C.

JE I8 SRR AR B A, AR ) BB PR, A BEIE v TAR S KT
BT 0.1MPa (GRI) AU WAL U RN fi s AR IR i T B 45 T A v m VAR . &
MUK T 8 55 T 301 H. N B AR (AR T A 4 AT P e K JLAer RO ) KT8 45T 150mm )
] e AR WA TR IR FRESET 0.2MPa (GRIT), HIE T S5ERBIFRMN T8 %
T 1.0MPacL ) UA s R AR AR K55 T B IR T 60°CIRU A ) UL«

3.4 Pressure pipe:tubular equipment transporting gas or liquid at specific pressure, including
pipes with the maximum operating pressure not lower than 0.1MPa (pressure gauge),
transporting gas, liquefied gas, steam or inflammable, explosive, toxic and corrosive liquid or
liquid with the maximum operating temperature not lower than standard boiling point, with the
nominal diameter not less than 50mm; excluding pipes having a nominal diameter less than
150mm and maximum operating pressureslower than, 1.6MPa‘(gauge pressure) that transport
non-toxic, non-combustible; ‘or..non-corresive “gas and pipes constituting the main part of
equipment.

I JVEE: RIEAM RS, Tl R e AR R e, B EIRLE v TAE K
NRKTEEET 0.1MPa (K5, MFCHSME. LA, Z2REE TR, S8, 5. AR
P e TARIRE T B 55 T AR i Al pE, HARREAR KR T 80 5505 60mm HIEE . AFF
HAA/NT 150mm, AR TAEE/1/M T 1.6MPa GEHD) Wi T 8 AS ATRE . TC 8 Tl 1tk < A
A T AN g 26 A A T Je S T R A

3.5 Gas cylinder: used at normal ‘ambient temperatures (-40~60°C), with a nominal operating
pressure not lower than 0.2MPa (gauge pressure) and the product of pressure and volume not
lower than 1.0MPa.L, containing gas, liquefied gas and liquid with standard boiling point low
higher than 60°C (excluding fire extinguishing gas cylinders only bearing pressure in fire
extinguishing and bearing no pressure when standby).

S RIGELEFMERE (-40~600) TR, AF AL/ KT EHEET 0.2MPa (R
HE SEBRRMA T 8055 T 1.0MPa.L B3R AL R FIFR b i 45 T BAIR T 6001
AR NS ATE R KIS 7R B )« A AT I AR 2 R K KR AUD

3.6 Lift: power-driven E&M equipment moves upwards, downwards or horizontally to
transport people or cargos in form of box moving along a rigid guide rail or step (tread) moving
along a fixed line.

R SETRBIIIRE, RS NI S S AT B A A B T [ 8 s AT B . (2D, AT Tt
1 e e R e v NN & 7/ NN NS R O

3.7 Hoisting machine: E&M equipment operating vertically or horizontally to handle heavy
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objects, with a rated hoisting capacity not less than 3t (or rated hoisting torque not less than
40tem for a tower crane, productivity not less than 300t/h for a handling bridge) and hoisting
height not less than 2m;

ACEA . S48 T 2 BT PR R 1 BT R I AKCE R S A RO R I e, U R EROR T e A
T 3t (HAUERE R T EEET 40tem IR EN, B4R KT E T 300t/h 1%
K, HIgTh s R T 8 45T 2m KR E

3.8 Forklift: a self-propelled vehicle hoisting loads to a certain height for stacking via a gantry
and a lifting fork, being one of the special motor vehicles for construction sites/plants according
to Regulations on Safety Monitoring and Inspection 'of Special Equipment.

M SEARIERL TR DT SOR B R TR T R LA HE R R AL 0 B AT U, R (R s & %2
WA RED Ty GONAE FHHLE £ — .

4 Management Responsibilities
Mﬂﬁ/\!ﬂ

4.1 Specified administrative authority
FAOEEER]
4.1.1 Equipment Management.Dept..is the“specified administrative authority for special
equipment management.
HUHEN 70382 4 A 2 8 FR A I VA BT T
4.1.2 Organize compiling machine records of special equipment; examine the use, inspection
and routine maintenance of special equipment.

AL bR A Bk RERFFIRCR R A5 DL W 4E R
4.1.3 Take charge of certification, delayed inspection, shutdown, scrapping and cancelation
of special equipment.
TR AT A BOIE eSS . 5 T . RS TR,
4.1.4 Organize preparing and implementing special equipment inspection plans and review
schemes; review inspection reports for completeness and accuracy; archive technical
documents.

AL\ HVRE AR A IR TR AR T SIS o A A Py 5 B AR 11 S R
ARGt R TAE.
4.1.5 Make suggestions on qualification  of. special equipment inspection organizations;
supervise, inspect and coordinate work quality and progress of the inspection organization;
review and inspect work quantities;
AR OIS iR - O A R VA A Fedus B R A= SN o N 7) N o ol €% VA O K Y= L (i -
ZR TR E
4.1.6 Investigate and handle special equipment-related incidents.

DADTRE R v 2 SO A AT AL P
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4.2 Coordinated management departments
hEEIEER]

4.21 The HR Dept. carries out safety and technology education and qualification training for
special equipment management and operation personnel as well as issues qualification
certificates; re-examines qualification of personnel who have been off their jobs for more than
six months, ensuring they are qualified before taking up the jobs.

NG IR AR LS T v 48 i B4R AN ML B3 2 RO R S B 35, AR AR L B8 S IE 5 -
BN A BLEN B R BT RS Ta % R

4.2.2 The Scheduling & Dispatch Dept. 'supervises the implementation of operational and
technological parameters™ of pressure-bearing special equipment; takes part in incident
investigation; countersigns applications for delayed inspection of special equipment and lay
down monitoring measures; arranges regular inspection of shutdown, idling and replacement of
special equipment.

TR 3 47 57 B RO R M B A B3R L L 2R BT A as Sk S Ol 2 5 R A
SRR A S SIAGL 6 PP 1R O 2R R M s 2R R IR R A s & A AR B T
1k,

4.2.3 The HSE Dept. supervises safety of special equipment; organize preparing emergency
plans for special equipment incidents; takes part in special equipment incident investigation
and handling; countersigns applications for delayed inspection of special equipment.

HSE & B AR A Do Al i s 2 A s ZH 23 S S R s 28 SN SIS s, S P B0 & S A
OB E R L S T O oG s

4.2.4 The Materials Supply Dept. reviews qualification of manufacturers of special equipment
and accessories/elements; purchases, conducts unpacking inspections on, stores and provides
quality assurance certificates and supervision certificates for special equipment and
accessories/elements; reviews qualification of outsourcers for maintenance and inspection of
special equipment and conducts tendering.

VB TR A s & S (T0) RIS R BE BT A S ST Al e IiE (O ERER I . T
I PR IR BB RGBS RASIE ] s S SURF A I 2 P TR 4B ORIR S LU My B3 o o
L AR Ak

425 The GM's Office verifies, archives, copies''and issues accompanied and as-built
materials of special equipment.

MM AFE R TR BN SR TOORMZAE . AR BB RIK

4.3 Executive departments
PATHERI)
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4.3.1 Each operation department shall be the executive body to prepare special equipment
records, report verification data of special equipment as well as establish and complete
technological documents and data of special equipment;

FABATHAPATER], AT bR Gk, LIRRr MR & DOETR R @57, e M B R i
ENEEZINie S

4.3.2 Use, inspect and examine special equipment; lay down special equipment operating
procedures and emergency plans; take part in investigation and handling of special equipment
incidents.

IR MR KA. KRR TR SR MBS e SN B Tis: S 5R Mg S
HCFR T A R A

4.3.3 Prepare and implement special equipment inspection plans; countersign inspection and
re-work plans; safety hand over equipment for inspection and handle problems found in
inspection; review and inspect work quantities.

G157 G R A0 U A A BT R RS, BRI RIETT R TR I 4% 2 A58 Y DL KA 36 R 0
o] @R AL I F AR TAR R

4.3.3 Apply for delayed inspection, shutdown, change, 'scrapping and cancelation of special
equipment; implement monitoring measures for delayed inspection; keep monitoring records.
PSR E IR TG 5 H R | R RS SF R, S T STIE IR I B Y I P
T, AGF AL .

434 The Equipment Maintenance Dept. maintains and repairs special equipment and

guarantees safety operation of equipment.

BEAAS SR S ST B AR R IR SR AR, PRIERF RN i & % S2iE

5 Management Content
EHAR

5.1 Design and type selection

it S

5.1.1 Designers of special equipment shall obtain necessary- permits .and. qualification
certificates and conduct designing according to.relevant standards and specifications.

TV 28 R B B N AR N B VR AT MTBERS LR OB A ORIV AT e A e 2 1O BTt
5.1.2 Type selection of special equipment shall be based on reliability, maintainability,
operability, environmental protection, energy efficiency and economic effect to determine main
parameters of equipment. Do not use any equipment which has been ordered to be eliminated.
FERP R IR BT AT SEVE L AEMB1E . BRAETE. FAER. WRE. RUHIESESERRIE DL K45 &5 185 1
SERFR A RS, PR O KRR 1
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5.2 Manufacture

&

Manufacturers of special equipment shall obtain corresponding certificates for production or
approval and entrust an organization with supervision and inspection authorization to supervise
and inspect the manufacturing process of equipment, with supervision and inspection reports
presented.

R A B 6 ) ) 3 B I B A R A P VAT IE 22 AN PTHIE, R 2B AT B R 56 B J5T P SR 0 A
e £ B I I R HEAT AR IS, R E R A

5.3 Purchase
K

5.3.1 The Materials Supply Dept. entrusts a qualified manufacturer to produce special
equipment. Purchased equipment shall comply with technical standards and design drawings.
Any modification shall be provided with written approval from the'original designer.

W55 2 2% B I HE B A L B A% 10 1) 32 B AT R A o5 ORI s T R b i 28 B2 AT 45 R A L
ARSI T IR 25K 5 EAB 4, 75 SR AR Bt B [F) B e T A4

5.3.2 The Materials Supply:Dept. entrusts the manufacture of critical special equipment to a
third party at the plant.

V5 % xR R M I G S AR BRI =008 iE.

5.4 Delivery and arrival inspections

He A5

5.4.1 Before delivery, the Materials' Supply Dept. will organize delivery inspection, acceptance
and witnessing with the attendance of Equipment Management Dept., Operation Dept. and the
Supervisor. Problems found shall be immediately solved before delivery. Personnel taking part
in inspection, acceptance and witnessing shall sign on report forms, withtinspection and
acceptance reports prepared and submitted to Equipment Management-Dept. for:archiving.
Rt ) AT YRR R ALY, WIS Vs B TR RIS S S AT IO A
55, XPAFLE I AR KB RE O, REBEUEHKABRE) o SHIHCR AEREE 1A RSB AERR U &5 5
BN, T g S Rt AS LIRS A S

5.4.2 Heat exchangers must be provided with official pads and pass pressure test before
delivery.

B ) e 204 A IR AR IR A

5.4.3 The Materials Supply Dept. shall inspect any special equipment arriving at the plant,

including both spot inspection or re-inspection, with the aid of the using department and
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Equipment Management Dept. Inspection results shall comply with design requirements, Code
for Safety and Technical Inspection of Special Equipment, etc. If rework is required, the rework
plan must be subject to discussions among design, manufacturing and supervision authorities
before implementation.
W B AN IR A B AT R0, A0 0 H T DR ke A 2 304507 50, AT
AMAUE e AIRA RN AT ST (R LR A IE) Sl 2K, 72k
By, RBTTRMAE T HE . WG LR R S
5.4.4 The Materials Supply Dept., upon arrival inspection of special equipment, shall fill out
Form of Arrival Quality and Technical Data Acceptance in duplicate, one kept by itself and the
other submitted to the GM’s office together with accompanied materials.

B % AP AH AU A BN B S 7 B A N B R SR BRI SCR, — A i)
PR A, BRI A S B R PN A

5.5 Materials

#HR

5.5.1 The Materials Supply Dept. shall~be responsible for completeness of accompanied
materials of special equipment, ‘which ;shall include design documents in duplicate, material
quality certificates, product quality certificates and process supervision and inspection reports.
V5 % T A Al g BE AL BORH e e 5T, BEAL SRR ARG — P A Bt SO h . w RS R
ERR . PR E S RUER . G R I BRI IR B &R

5.5.2 Accompanied materials shall be handed over by the Materials, Supply'Dept. to the GM’s
Office within one week after arrival inspection. The GM’s Office shall verify 'said materials in
one week based on Form of Arrival Quality and-Technical Data Acceptance and archive the
materials by category, ensure proper storage,'copy, issuance and registration of materials.
BENLTDRL P Bt 3 A AEN) R S 0% G B — A AR S R B A = A EIR N I AR
ARBERHGSCEAE — I W AEBOR BERE, IR 38R, flr SRR . BED. K. Eid Tk
5.5.3 Installation contractors of special equipment shall, within 15 days after installation
inspection and acceptance, hand complete special equipment installation, supervision and
inspection materials over to the GM’s Office, with proper handover formalities-finished.

R A B PR TR AE IO E AR ST 15 H AR I A WS T i e B AN I B R 96 B RS 58 i 22
HINAE, JFIPHERE T8,

Installation

E
=

W 9

5.6.1 Installation, supervision and inspection contractors of pressure-bearing special

equipment shall be qualified for their work; lifts and hoisting machines, after self-inspection,
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shall be entrusted to an inspection organization for proper supervision and inspection.

R ARG A s 2 (0 22 3 AN I EAG UG SR N B AL BR BT R R ENUAE 222 BAS S i IR R4T
o e B S M B AL 5

5.6.2 Before site installation or assembly, it is required to check equipment against drawings,
damage of equipment and components and completeness of technical materials. The Materials
Supply Dept. shall contact with the manufacture for any manufacturing defect or
incompleteness of technical materials.

FERP IR A AL I 22 e B BT, TR STV 5 5 EIREARRT . B M F A OfiR . BORBURL
SR TR A. WU DI B R S SR S A S YIRS G ) AR AL R
5.6.3 After installation of special~equipment, Equipment Management Dept. shall organize
inspection and acceptance by relevant parties before use.

FEFP U B2 R 0R L g HUBREN A U OCER 150, SeWse & ks e 7 T #EH .

5.6.4 Equipment Management Dept. shall hand as-built materials to the GM’s Office and the
using department within 15 days after works are completed. Incomplete materials may be
rejected.

HUbEh TS IR 22 ALAE TAE S8 G 15 H A ) 42 B 2 S A FHRR 188 58 9 B 45 5 K Y
WRLHRE, BRI A A BUIE LU

5.7 Use registration and change
EHBIESZTE

5.7.1 Before use, the using department shall submit materials required for, special equipment
use registration to Equipment Management Dept. for review.:Determine the 'safety class and
date of initial inspection of each set of special equipment.:Prepare and issue certificates for use
registration.

A P8 T DAE ARG A 1 25 PR BIR A B8 13 S0 P s SERMRBUEN A s A%, S A% IS 2 B 6
T 28 B 22 AR L A AN R A 9 A A2 iE R

5.7.2 The using department shall archive special equipment use registration certificates by
category and put up the special equipment use sign at eye-catching places' for special
equipment on site.

A5 FH 0 14 5 A B0 8 A Y 0 0 MR BEAT B R gt iftase 28 PR VR & HE A B R P 8 % 2 35
(A=

5.7.3 In case of change in use condition, long-term shutdown or relocation of equipment, the
using department shall apply for change registration to Equipment Management Dept. with
proper documents.

LR R A PRI . K . BRI, S PR T R4 ¢ BORHA LA SN 7 5 i A
BEIL.

5.7.4 For re-use after shutdown or relocation of equipment, the using department shall apply
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for use registration to Equipment Management Dept. with proper documents.

Rk it FLJE B3R S R85 e (s A 1145 A0 5% SR ERT R LB g 0 FR 33 A P 8

5.8 Use and maintenance

fER 54

5.8.1 The using department shall timely collect technical data and set up records and files for
special equipment. Records shall be updated at the end of each year. Files shall include design
documents, quality certificates, instructions for use 'and maintenance, technical data, use
registration certificates, regular inspection‘reports; daily records, etc. and entered into the EM
system.

S F R T JRL S I S SRR A R R BTk, L BRI R, SIKREFFRER —R. BHEPN
AFEAH R B SCIE  BUE SRR L 4P S0 BRSO BERE (S ICTE . E IR IR 1O
HE A RARENE . RN EM R4t

5.8.2 The Equipment Maintenance Dept. shall perform routine. maintenance of special
equipment. If external aid is required, the department.shall: apply to-Equipment Management
Dept. and then select a qualified external organization.

FeMh B 1 H H 440 R IR B BB B B 7 o (RO BRI e i s i s Bt HLREh IR s el
Yo e 2 A A I AL

5.8.3 The using department shall perform routine management and carry out patrol
examination and maintenance of special equipment. Record and correct problems found to
form a closed-loop management system. Maintain standby or shutdown'equipment to ensure
its intactness and operability.

3B T TR R v % H A EE, E AR R O ORI B AT B, TR R
L O T R A A, NERMUESRAR IR i, R ORI e AT

5.8.4 The using department shall lay down specific technical operational codes and job
methods to ensure special equipment is always operated in a safe manner. Avoid overpressure,
over-temperature and overloaded operation. Design requirements must be satisfied when use
conditions change.

A5 FH AT 11 ) T 245 R MR R ) 7 0 2 75 W AL R P IR 2 2 A PR AR R O AR A R L B D AT
IBAT o AT AR, D20 R BT K

5.8.5 Implement site marking management.on special equipment. Spray equipment tag
number on all equipment at the site, ensuring it is consistent with that given in the use
certificate.

R SEAT PR IR E B, I IR & A5, IR SR B s hns —8.

5.8.6 Pressure vessel

AR S ¥

5.8.6.1 Fixed pressure vessels with Class 4 safety rating shall not be used until monitoring
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measures are proposed and implemented, with the total monitored use not exceeding 3 years;
mobile pressure vessels with Class 4 or 5 safety rating or fixed pressure vessels with Class 5
safety rating shall no longer be used.

TAMROED Ny 4 G e R )54, 3. B iin s vl A, L R (6 F S
AR B 4, 224 RILEESN 4. 5 HIIF BN Uk I A A s 22 4 RS540 5 g € UK
JIBEGHRAFLRSEAEH]

5.8.6.2 Pressure vessels with Class 4 or 5 safety rating or those having been used for over 20
years shall not be transferred, sold or remotely installed for use as the same purpose.
ZARBLEEL N 4. 5 Gl A N T 20 SERHONE AL &S0 22 R E K )
A

5.8.6.3 For pressure vessels storing LPG and high-strength steel pressure vessels (those
built with- materials having a standard tensile strength lower limit 8b=540MPa), working media
shall be regularly subject to corrosive content analysis to properly restrain the content.

I FONBRACA M I AT ) 2545 S s I IS ) 4 (R AR et h o 2 T R 0b=540MPa #1
BHEGE RIS A AS) 2 I AR BEEAT 8 o A & & B 2 ) 5 &

5.8.7 Pressure pipe

7B

5.8.7.1 Manage pressure pipes by zone and equipment. Ensure each pipe is properly
managed and .inspected with ‘management responsibilities clearly divided; strength patrol
examination of pipes transmitting inflammable, explosive or toxic media. Lay down emergency
plans. Strengthen patrol examination and carry out regular and site-specific thickness
measurement for severely corroded pipes for which leak is highly probably‘and severe damage
is foreseeable.

EJVETERM 73 X, A B, IR B SR e, R BN ST M, A AR
TNEHIR: XA 2 BRECH TR B BN 538k, HE FHR, Y@= E, 5
KA B e EE T R E R BON s A B R A e

5.8.7.2 Repair and restore existing industrial pipes that fail the required safety rating. Check if
such pipe can be used safely till the next inspection period with the safety evaluation method.
Replace pipes of no repair value or can no longer last till the next inspection period.

LRI GRS BN FER A AE ] DAV 8 AT S 1B R o BERHA B EZIE A BE TS
LA BT RIS X IE e B AN E SAE DALERR BTN VOR A B IS TE T B A

5.8.8 Gas cylinder

asie

Strictly abide by Code for Safety Monitoring of Gas Cylinder for use. Do not weld or change
steel stamps or color marks on a gas cylinder. Do not use a gas cylinder overdue for inspection
or scrapped. Do not introduce gas from one cylinder to another or directly charge a cylinder
with tank truck. Do not dispose residual liquid in a gas cylinder without approval.

AL P AR IR A M (U e A AR A O AR OO A B AT AR A 2
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AN BN B AR IC s AN TR A 5l AR PR U AR SO P 0 1) HA = A3
3 Bl L A UMBEAT RS NS EAT AR E UM A BB

5.8.9 Lift and hoisting machine

RS AL EE AL

5.8.9.1 Put up eye-catching safety inspection marks where a lift or hoisting machine is

employed. Put up safety warning signs, use rules as well as emergency call numbers of the
installation contractor and maintenance contractor at the entrance and exit of each lift. Do not
use those expiring the valid period, failing inspections or failing to obtain safety inspection
mark.

FEF LB . R AU ZIAE I 2 S A 2 ek B S MR R N ) A B RN 2 A R bR
B FEFIAEN 222k SR AR fR 77 B Ar DURRE B O B S i B TR 5 g . 0 T RO R AN
g NI S UK S Y O e TR I

5.8.9.2 Thellift operator on shift from using department of lift shall at least take the lift upwards
and downwards once to check its condition, perform daily inspection and make record on the
daily checklists; Special equipment safety management personnel, of using department to
perform inspection on lift every month and make record on'the monthly checklist.

B 0 1 24 BIE AR VR N DR R Tl Fdh B B 8% R DRIl 22 s AT IR LA AT H B A 2 9F
fEHER AR EICs: ANV & 8PN R H X R TR A IR H B R AR bl
Ko

5.8.9.3 When a hoisting machine is operated by an external operator, the operator shall be
checked for operation qualification by technical personnel of the using department. Inspect
performances of the machine before use. Any problem shall be immediately reported and
handled. Strictly abide by operational codes during use:Park:the‘'machine at'an appointed site
after use; disconnect the equipment for maintenance.

b AL ASE P RS B AL P B2 P AT T BN BB R MV N S3AH S IE 455 48 ) b B AL 0 12
REREATAR AL, T ) e B i S W I AR sl P v P S S R VR A s o 58 B TRUAE 4R S M A
I A5 s AHEAT YR IR TR

5.8.9.4 Equipment Management Dept. and the using department shall supervise the
maintenance contractor to regularly inspect, maintain and repair lifts and_hoisting machines.
Safety management personnel of the using department shall sign on:and archive:maintenance
records.

BB N 3 BRI FH 38 1 DB 4 DR EA A e B bf S UM E R . 9P DR SOl sk Ak . A H]
RS = SN AR DTSV S & e i R e =

5.8.10 Forklift

X%

5.8.10.1—A forklift shall only be used after primary inspection.
AR R 5 77 PTG

5.8.10.2 The using department shall carry out trial running according to instructions for use
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and maintenance before using forklift every day. Keep records of said inspection. Carry out
self-inspection and maintenance at least once per month by the operator; perform annual
inspection thoroughly by safety management personnel or an entrusted professional
organization. Keep inspection records for at least 5 years.

A I 1 IR SO R AR T 4% B A 4P R o i I R 2R T ik A, JF Hadsk: B 208
T TR EMYERIE, B RN RS, REEREAT kA, meeE A REEZR
FEEAU LN KAl 2RI 5 4.

5.8.10.3 In case of anomalies, eliminate potential risks and record the condition before using
a forklift. Include records into technical files.

SCZE B 1 DU AE T BR e B R T T E HAg s WEsRAF AR 5

5.9 Maintenance

wiz

5.9.1 The using department shall prepare plans for special equipment maintenance and
submit them to Equipment Management Dept. for. approval:” The, latter shall appoint a
maintenance contractor if external aid is needed.

A5 FH AR 11 4 52 i A1) R M S 8 ARAB TERIR AT LR B 9B B 4L s W50 3 4 T 01 SO0 75 B4 RO BT
KrE AL

5.9.2 The using department shall take charge of site management, tracking of material arrival,
maintenance quality acceptance, recording and archiving during maintenance.

AR T A STk B IR I B BRERAPRL 2B 00 W B BRI, Jadsr. HRY.

5.9.3 The using department shall summarize and_report equipment: filecmodifications and
maintenance records to Equipment Management.Dept..in-one month after maintenance.

s IR T TR R AZ 58 B> H AR SO R S BT AR A2 1 G5 F AR B LN 707

5.9.4 Equipment Management Dept. shall organize, coordinate and manage comprehensive
shutdown maintenance. Organize maintenance coordination meetings; implement preparation
for shutdown maintenance, review organization construction design, construction schemes for
main works and construction network.

BN iR 5T 024, PR An g B s A TR . AR E s, &k SRfs T RS r it
& LA, M TG BRI H At L 75 5 A it T e

5.9.5 The maintenance contractor shall'prepare construction schemes for main maintenance
works, which will be countersigned by the Operation Dept. and Equipment Management Dept.
before implementation.

H BT H B R AL g LT R, ZISAT AN 1R 5 75 R S

5.9.6 Equipment Management Dept. shall review qualification for special equipment

maintenance of any external organization.

HUBS 7788 5 51 B A A P B R b v g s A A M AH R Bt
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5.10 Refitting and overhaul
BuE. EXEE

5.10.1 For refitting and overhaul of special equipment, the using department shall file an
application and Equipment Management Dept. will entrust the original designer or a qualified
designer for verification and scheme designing, which will be implemented upon approval.
FeRP s B0 . SR BE A ST A R, LIS ) BB IR BT B s B R S B8 5T
BOF AR S, HIE TS, iR SR

5.10.2 Contractors engaged_ .in~special* equipment refitting or overhaul shall lay down
construction schemes and 'submit,them-to the person in charge of the Construction Contractor
for approval, before submission to the using department, Equipment Management Dept. and
Vice Chief Engineer of the Company for countersign.

MR RR % oI o B R A B ) B o) 5 Tt 77 58, 8t LBy 7 5 N e AZ AL S R A T
Uk 388 2 ) Bl LA A% 2245

5.10.3 Refitting or overhaul of special equipment shall be undertaken:by a qualified contractor.
A qualified supervisor shall be entrusted:to ‘'supervise and inspect the process of refitting or
overhaul and present a supervision and inspection report. The Construction Contractor shall,
prior to construction, inform:the Supervisor of specific condition and construction scheme for
equipment refitting or overhaul in writing. The Supervisor shall implement supervision and
inspection during construction and present a report to Equipment Management Dept.. After
refitting, main pressure-bearing components of special equipment;'shall be subject to
pressure-withstanding tests.

FERP A O B0E S ORAB BNt HE L B0 BRI AR L. FRZFE HAA R N % 5T A e A B )
A A SO AT BRI AR HEAT i B AG:, Je BLM B R 0rA fy o i T RS N A R R A s
BOE . E OB BRAR 0 Lt T 7 5815 T R A G By o MR 56 B A i T AR S A
5, E5E LJa mpLREN 00 H B BRI o RERR AL S R A O S A i R R
5.10.4 Equipment Management Dept. shall organize inspection and acceptance of special
equipment after refitting or overhaul before use. The Construction Contractor shall hand
technical data over to the using department for archiving within 45 'days:

FEFR & s . BB B 5 L Ja LIRS ) ZHLEAM DGR I S el A48 )5 7 T #0H o t T
BLRIAE 15 H PREEOR BRI A2 i FIB T TS A RS S

5.10.5 Materials for equipment refitting or overhaul shall be provided with complete quality
certificates (including product certificates, material performance and component reports, etc.)
and comply with design requirements.

HUE . KB TR B R B R AR SR (RAEGAEIE. MEMERE. M%), HRFE I
ARER.
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5.11 Regular inspection
EHA I

5.11.1 The using department of boiler, pressure vessel and pressure pipe shall perform
annual online inspection at least once a year and fill out the records. Take measures if any
anomaly is found. Report major risks to Equipment Management Dept. The latter will organize
the implementation of rectifying measures. Regularly calibrate, inspect or repair safety
accessories.
Bl IEEG . SV E AR VA 2 BT TR B E A A S il . AR R T
LS R I B K 22 A B RS BN R Uik sl 27308, e LR s) ) B A 2R se RS OT 3. e
B 22 A AR 5 E ARG o 1 B e
5.11.2 The using department shall prepare the special equipment inspection plan of the next
year at year end based on use registration or regular inspection report, which will be reviewed
by the responsible authority and submitted to Equipment Management Dept. for approval,
ensuring regular inspection of equipment. Temporary inspection plans shall be reported to
Equipment Management Dept. in writing for approval.
A5 FH 0 115 U IR AR 5 o e 68 P 8 A R B SRS B A S o) 4 B R A B & A it ), 2
LT A SR UGS 0 B Lt PRAE R A A RE S YA, e B AN FA RS 6 R 7R P T AR AL
B I HRH AR AT o
5.11.3 For special equipment not available for regular inspection in design documents, the
using department shall provide a written statement when applying for Use Certificate.
X BT SCAE AN BEEAT E IS0 O RF AN I, AR T IR AE A 0B (ORI ACE) IR S 45
T i B o
5.11.4 For special equipment to be reused after over.a year's shutdown, refit and relocated,
with different media and possible' degradation-due to corrosion, exceeding original design
conditions and subject to strength calibration or with suspicious safety conditions, thorough
inspection and pressure-withstanding pressure must be performed before operation.
XA — LB R R R S BRI T A i B A Y L R
TR I AR BERAZ GRG0 22 4RI PRSBE R M ise 28 5 i 20030 AT 4 T AR AT s X265
5.11.5 Equipment Management Dept. shall summarize, review-and approvakinspection plans.
The Materials Supply Dept. shall appoint inspection'organizations and materials 2 months in
advance of the expiration of the inspection' period:
BB 3305 ERRT IS vF RIEATIC A . F k% EHEJS Rk W)U &0 11 ST AR A 50 A S i 2
A A SER G BT SRR
5.11.6 The inspection organization shall prepare special equipment inspection schemes and
submit them to Equipment Management Dept. for approval based on actual conditions. After
preliminary review by Equipment Management Dept., the inspection organization and the using

department are organized to discuss, supplement and complete the plans and schemes before
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countersigning and approval.

o6 BN 5 AR S 17 100 20 ) R A B & Ar 96 7 SRARATU S B4 E , AR o R Ak R 2R
KB BN AEFIRITR T Bvhie . fhRME B E TS, Wit.

5.11.7 The inspection organization and personnel engaged in special equipment inspection
shall be qualified. Safety measures shall be taken during inspection. Inspection results shall be
timely reported to the using department. Any defect shall be immediately informed to
Equipment Management Dept. with Form of Inspection Liaison presented. Any major change in
an inspection scheme shall be reported to Equipment Management Dept.

MR i 28 96 FROASE 36 B RN 520 8 224 B S ARG 58 LA 3 B AIE o A6 6 v v S 22
Gt SRR 56 5 R 0 AN S6: 45 SR OE 1 S P BT s A IR AR R [ B T AU Eh 5 L
BAGIGERES ;KB 7 SR K 28 B0 IR - oS ALk sl /o8

5.11.8 The using department shall hand over equipment in safe condition and conduct site
disclosure to the inspection organization; during inspection, special persons shall be appointed
to coordinate and communicate matters on inspection.

A5 TS 11 SRR AR5 A o 86 22 4 58 R AR A 360 T 1) A2 560 PR R R AT B2 50 e 5o AL 60 SIZ it 301 1) 22 HE 8 N A7
DA IR R P I I 45

5.11.9 Equipment Management Dept.,shall:supervise: and"examine the entire inspection
quality and progress by therinspection organization and assist in handling problems during
inspection. Report.inspection results to the using department in time.

BB 7380 o o By By ) 560 ot B AN P R AT I R B L AT, P AL R A 56 1 A v LR B 1)
A, A 6 155 V90 20 A5 FH T

5.11.10 If pressure-withstanding pressures are required in inspection schemes, rework
schemes or codes, boilers, pressure vessels and pressure pipes-shall.be tested as required.
Bl KRS B ETELRI S R RIT TR BAE U7 5 B SR AT R s a6 Y N
FEORIAT .

5.11.11 The inspection organization shall immediately inform Equipment Management Dept.
of inspection conclusions. For qualified equipment, the inspection organization may notify
Equipment Management Dept. of preliminary inspection conclusions before presenting the
inspection report. When finding defects or severe risks of equipment,the inspection
organization shall timely inform Equipment Management Dept: for.:the ‘latter to ‘handle and
confirmation by the inspection organization beforesuse.

A6 BN 75 B I g AGL 6 45 18 T FIALARED 0 80 o S ACHIeE A% R A o, A6 AL T DAAEAS B0 4 15
HH LR AL B0 0 S5 1R RN UAEh 78 . A6 i I RE A A7 A 7 AL B R B M ) B S R R
AL 6 LN B It R R B B R Ul 7088, U 70 0 5 AL BT AR 56 PR B A B A 5 T
5.11.12 The inspection organization shall present the inspection report within 20 working
days after inspection is completed and be responsible for accuracy and completeness of the
report. If any discontent with the report is presented, Equipment Management Dept. shall

coordinate and handle the situation. The report shall be in triplicate, separately held by the
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inspection organization, the using department and Equipment Management Dept.

Frde AL AR IR W N G A% S 20 AN TAE H A H R RSB0 I 4R o AR PR e M 5T, A
XTI IR S N AEH AU, BIAUREI AT Ui A B AR s — =, ol AR R
FIFRIT HUbRSh 71 # B A7

5.11.13 Hoisting machines and forklifts shall be inspected before primary operation with
“Primary Inspection Report” presented.

L EE LA SCZE A A 56 B AL AE B BT T HEAT AR 56, R H L AR SR AR

5.11.14 Regular inspection of lifts, hoisting machines and forklifts shall be carried out
annually by inspection unit entrusted by Equipment Management Dept. on the basis of qualified
maintenance and self-inspection of the using department.

RUBG . ECEANU. AR I 7E A TR 1 4P ORoe M B AT R B S A O SR Al b, F4F ALk S)
DB B AL AT SRR

5.12 Delayed inspection
HEEAIG 3G

5.12.1 Detail lists and monitoring measures are'required for 'special equipment not available
for regular inspection by the using department. A-written application for delayed inspection shall
be filed one month in advance of the expiration of the inspection period. The plan shall be
reviewed by the competent authority of the using department and transferred to Scheduling &
Dispatch Dept. and HSE Dept. for countersign before submission to Equipment Management
Dept. The latter shall review the application and report it to the authority-for, approval.

X AN BE H2 SRS 56 (0 e M B 4 E A P 0 1) 91t VR B, SHAa T MR I, RS BT — > H 4
EE TS T S A 56 PR, 8o 0 ) 38 0 e AR TR RS &8 . HSE & B AR & 25 J5 b Lnish /)
e HUBREN 7 F0 X A SRS 36 F S ot o A% Jm Al ) A L kv

5.12.2 Reasons must be given for rejecting delayed inspection. Leaderships of the Company
shall be informed and the application will be returned to the using department.

AR AT A I BRI N B B, [ A R E U U], R A AR 50 H T AR (] A AT
5.12.3 During delayed inspection, the using department shall effectively monitor ‘equipment
on a daily basis and keep records accordingly.

Rehh i o HE A 90 A1), b (8 P 11V S AT RS FE s RER AR I 1 5%

5.13 Rework and turnaround

UREHE

5.13.1 The using department shall report defects found during regular inspection to
Equipment Management Dept. via an application for rework. Equipment Management Dept.

reviews the application and entrust reworks to a qualified inspection organization.
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R A 6 5 SRS 56 R I P SR A P 8 1 g ML SN ) F 3R A IR A H IR, WS B L R R AT
R 53 S5 A A8 B AT IR 4B

5.13.2 The inspection organization shall prepare rework schemes and submit them to

competent departments for countersign by vessel type and approval procedure. In case of
overhaul, Equipment Management Dept. will submit repair schemes to the inspection
organization for review.

For A BT 1N 2 1) IR A8 T 52 4% 205 4 S R B SRR P RO A IR T T =88 Hiflb. W A RAB TR,
HAUIRSD ) FR A BT Z2 5 S AR U6 A o

5.13.3 The inspection organization shall guaranteg inspection,quality. Perform self-inspection
and then notify the inspection organization' for inspection.

B B 0 RAIE IR 205 B, iR B H 46 & A% 8 R 56 B R 34T R 6

5.13.4 The inspection ‘organization shall submit rework data to the using department and

Equipment Management Dept. for archiving within one week after rework.

Fafz AR AL ARG — ] PR IRAZ BOR BORAS A B T TR LIRS 7738 VA4

5.14 Safety accessories

ZEMHF

5.14.1 The management of safety accessories of special equipment shall conform to the
requirements of specifications and standards such as Safety and Technical Supervision
Regulations for Special Equipment. The use of safety valves and bursting discs shall be in
accordance with the relevant contents in the Management System of Safety' Relief Devices.fF
PR I 2 M E BN & (R s 2 ERoR I SRR ) SR A e 2Kk 22 1R
HOE IR (22 itk B A PRI RE ) FpAlsk A B AT

5.14.2 Safety accessories of special equipment shall be purchased from authorized suppliers
with compliant quality.

RERRIAL % 22 4 PR 0 20 1) B & VP AR ARG, 0T B SR A A AR HE L E

5.14.3 The using department of special equipment shall set up safety accessory records for
safety valves, rupture disks, pressure gauges, thermometers, level meters, etc. 'and update
them at year end.

R A AR I RCE ST 22 A IR L R o s AR RSV YRt 2 =N B Ik, SERE
Bk

5.14.4 The valves between boilers, pressure vessels, pressure pipelines and other special
equipment in normal operation and the safety relief devices (safety valves or bursting disc
devices) and the outlet pipelines of the safety relief devices in service must be fully opened,
and the auxiliary valves should be fully closed, sealed with lead, and checked and recorded
quarterly according to the safety relief device management system. IF & 1T 84« 5 175485
JEJVE B R AR S 2 I B (2 W EUR M 2 B D 2 (A 22 4 ke B
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L BRI AU TT, B2 A0, DN I R 22 itk s ke B A8 PR T R AT = A B AE 3R
5.14.5 Safety valve

AR

5.14.5.1 Manage pressure of safety valve by keeping logs of pressure, one log for each valve.

The using department shall fill out basic parameters in the log. The approval column for set
pressure shall be confirmed and signed by the head of using department and technical
principal.
ZAWRERRHNEEATTNEM, F6 &, EEATERELSHBMBAMITIAE, BELh
A e E A A B T A B R BOR B 5T N AR &

5.14.5.2 Set pressure of safety, valve ‘and designed rupturing pressure of rupture disk shall be
determined and set (strictly' according*to” design data. Any change shall be submitted to
Equipment Management Dept., Scheduling & Dispatch Dept. and HSE Dept. and to company
leadership for approval.

AW EEE IS ) RO BB AR S ) AR BB T 4 BB AT S AR E s AR S DA
PRSI 156 TERITEEE . HSE BHEHHR, SAF S S,

5.14.5.3 In principle, the safety valves shall be calibrated once a year, and the safety valves
that meet the requirements of extended calibration period shall be calibrated according to the
approved extended calibration period after'being approved by the company leaders. If it is
necessary to postpone the:werification, the approval procedure shall be implemented with
reference to 5.12."And at least once a month to check and record.

2 I JE N BRI — IR, ERRINAT G A0 A R Y 22 A IR 22 8w AU A JE 1Rt
SERAR TS A AT ISR . AN I IR, WA P 28 5.12 T . IR T — I &I
HEFLR.

5.14.5.4 Safety valve calibration shall:ibe ‘carried. out by the equipment maintenance
department, and the maintenance ‘and. calibration personnel shall obtain the Certificate of
Special Equipment Operator.

LA RS MRS R BT, . RN RIS (R R A SRIIED.

5.14.5.5 The calibration organization shall present a calibration report in duplicate within 15
days after calibration, one held by the inspection organization and the other-by the using
department.

R ARSI GG 16 H N IR — 0 R - RIS AL s AT 8 — 1o
5.14.5.6 Safety valve calibration records-shall-be"filled out and signed by the calibration
organization. The using department takes part in pressure setting and sign on the record. After
calibration, valves shall be provided with lead seals labels indicating the name of calibration
organization, calibration number, tag number of installation equipment, number of safety valve,
set pressure and date of next calibration. When safety valves operate normally, technical
personnel of the using department shall sign on the pressure log and input calibration results

into the EM system.
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A BRI R AR A IH G 2, BT I SINE IR 5. A RIS A% U s JF &
AR ATR. RIS LR T, LR T g AT e H 155 A 2
Prife 224 A IE T J5 A FH AR T T HoR N A E IS A BRI\ IR I 45 Rk N EM R 5.

5.14.5.7 Maintain safety valves for off-line calibration vertical and avoid collision during

transport.

LA (1) 22 4 1 3 i 2 2 e A o 7 (R R 3 L O3 A L 4

5.14.5.8 Install and use new valves after testing; entrust qualified organizations for calibration
if any anomaly occurs during use.

W ARG 77 T AT s A8 IA] S 35 A I R B A e

5.14.6 Rupture disk

1R A

5.14.6.1. Replace rupture-disks usually once per 2~3 years, or annually under strict conditions;
immediately replace rupture disks exceeding maximum design pressure while not ruptures;
replace those within their service years.

BRB T — 8L 2~3 SF Ik, FFZIZEAT T BRI S B OB IR 77T AR A O N
ST RIEE e FRA R I A 4 B IS A A5 FH 4 PR P B e

5.14.6.2 Install pressure gauges and,vent.valves.when rupture disks and safety valves
together. Regularly checkindications of,pressure gauge and gas and liquid discharge of vent
valves to ensure if a rupturedisk-'works normally.

FRRAE Py R 22 4 o] ERIDRASE IS 7Y 2 2 ) 8206 s g A HE I, 3 T i ST s 0 3 B s AR R AR
RS DUB AR 2 5 IR .

5.14.7 Calibrate, maintain and manage pressure gauges according: o regulations of the
Company. The using department shall mark a warning line\indicating the-maximum or minimum
operating pressure on the dial. Install lead seals for-calibrated pressure gauges. Selection and
installation of pressure gauges shall comply with- Code for Safety Monitoring of Pressure
Vessels.

JE 1R 4 BRI EARERIE . KR CFEHRD BT IER R Ebs
R R BRI TR DS B . I RARR-a % I aT s, M2 (EIRH%
SRR M) AT

5.14.8 Regularly maintain level gauges at an interval depending:on actual-condition, not
exceeding the comprehensive inspection period-for pressure.vessels. Glass tubes/plates and
other level indicators on a pressure vessel ‘'shall allow clear vision of level, with maximum and
minimum levels marked.

WAL TR E IR, K AE A IR SE RIS DL g, (B AN IS IS ) & s A TAS 40 i ). T 0 4
ERBEEE (RO WAL CARRE B IR NAE, AR TR R i AR 22 A B R

5.14.9 Site thermometers shall be sensitive, reliable, regularly calibrated which the calibration
period shall be based on rules of the Company for metering instruments and mark a red

warning line indicating the maximum or minimum temperature.
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D BT N R BT RE 8 IS, R A WA A m B AR B OUE IR hR iR s B
IR B2 AR AT 2k

5.14.10 Fast-opening pressure vessel interlocking devices shall be from reliable suppliers.

el

The device shall operate flexibly, reliably and be maintained regularly based on actual condition
by the using department, never exceeding the comprehensive inspection period of pressure
vessel.

PROT I3 0 5 s 22 A e B e B N ade Y EL A AR L 98 00 B 7, 22 A BB B sl R B T
SEIFE IR, A b A P T T SE BRSO, (EAS R s A A A T A I S 4

5.14.11 Remove the emergency cut-off device \from~ vessel proper for comprehensive
inspection of the vessel for disassembly; inspection, maintenance and adjustment, subject to
pressure-withstanding, 'sealing and emergency cut-off tests.

BTV ik B AE S AR A RS 50 I 2 M ) s A LR T, BEAT AR L R L 4EAE A R,
L QUED RN E 2 NI §7) TR G G A ot

5.15 Scrapping and reuse
wESREH

5.15.1 Scrapping (out-of-use) of special,equipment shall conform to requirements of Rules on
Management of Fixed Assets in-Kind. Scrapped equipment shall be submitted by the using
department to Equipment Management Dept. for cancelling use registration.

FRRH L& R (1D F 8 (8 e B P~ s B e ) A R ER AT« R B0 & R A 01
)AL 3 #8 FR 33 2 PR BT E A

5.15.2 Scrapped equipment shall never be transferred-or-reused for the same purpose and
shall be disassembled in a destructive manner for'sales as waste equipment and material.
PR FR R Ao s 26 25 LR AL AN A e A S5 DU IR H B AR A I, REREAT R R A A
5.15.3 The reuse of shutdown special equipment shall be applied by the using department,
approved by Equipment Management Dept. with proper inspections performed.

15 R A i g T EEDRT R A, U AR BT TER B, Ul it I F e B A%

6 Inspection and Supervision

KRESKE

Equipment Management Dept. shall supervise, examine and inspect the execution of rules on
special equipment management.
BN 188 A ST AT F R A B o i BT B L AT B & . B

7 Associated Procedures and Records
KEEFIDR
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7.1 Associated procedures

KEKTEFF

7.1.1 Special Procedures for Special Equipment Management( HYBN-T2-07-0025-2024-2)
FEfp % L ERE T HYBN-T2-07-0025-2024-2

7.1.2 Procedures for Use and Registration of Special Equipment (HYBN-T2-07-0025-2024-2)
Frmh e H & 10 AR 7 HYBN-T2-07-0026-2024-2

7.1.3 Procedures for Regular Inspection of Special Equipment (HYBN-T2-07-0026-2024-2)
Femh e 2 IR I AR Y  HYBN-T2-07-0027-2024-2

7.1.4 Procedures for Delayed Inspection of Special Equipment (HYBN-T2-07-0028-2024-2)
FEfh i A R ISR (HYBN-T2-07-0028-2024-2

7.1.5 Procedures for Rework and Turnaround of Special Equipment
(HYBN-T2-07-0029-2021-2)

TR &R B EEAEF  HYBN-T2-07-0029-2024-2

7.2 Associated records

KEKIER

7.2.1 Form on Equipment Arrival Quality and Technical Data Acceptance
(HYBN-T6-07-0075-001-2018)

BN R KBRS HYBN-T6-07-0075-001-2018

7.2.2 Use Registration for Boiler, Pressure Vessel, Lift,,Crane and Forklift
(HYBN-T6-07-0076-001-2018)

By RS, EER. EEAL. XAMAPE R HYBN-T6-07-0076-001-2018

7.2.3 Use Registration for Pressure Pipe HYBN-T6-07-0077-001-2021 [ /& & H B1d &
HYBN-T6-07-0077-001-2018

7.2.4 Summary of Use Registration of Pressure Pipe (HYBN-T6-07-0078-001-2018)
JEVE B ZICICER  HYBN-T6-07-0078-001-2018

7.2.5 Form on Application for Safety Valve Calibration (HYBN+T6-07-0079-001-2018)
AR R HYBN-T6-07-0079-001-2021

7.2.6 Annual Inspection Report of Pressure Vessel (HYBN-T6-07-0080-001-2018)

JE IR ZREER AR Y HYBN-T6-07-0080-001-2018

7.2.7 Annual Inspection Report of Pressure Pipe (HYBN-T6-07-0081-001-2018)
JEJVETBEER AT  HYBN-T6-07-0081-001-2018

7.2.8 Form on Application for Special Equipment Inspection (HYBN-T6-07-0082-001-2018)
FERR iRt IG TR HiE %R HYBN-T6-07-0082-001-2018

7.2.9 Form on Application for Delayed Inspection of Special Equipment
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(HYBN-T6-07-0083-001-2018)
Rhhi% & S MRS 56 Hi1 % HYBN-T6-07-0083-001-2018
7.2.10 Form on Application for Defect Repair of Special Equipment
(HYBN-T6-07-0084-001-2018)
Frfhi% & hfaiR B HIE % HYBN-T6-07-0084-001-2018

7.2.11

(HYBN-T6-07-0085-0012018)

Rk (EHD B

HYBN-T6-07-0085-001-2018

7.2.12 Lift Routine Checklist HYBN-T6-07-0086-00152018
W HH A A5 %€  (HYBN-T6-07-0086-001-2018)

7.2.13 Lift Monthly Checklist (HYBN-T6-07-0087-001-2018)

HUBH H R AT HYBN-T6-07-0087-001-2018
7.2.14 Form on Approval of Change in Pressure of Safety Valve
(HYBN-T6-07-0088-001-2018)
AR E A FH R HYBN-T6-07-0088-001-2018
7.2.15 Annual Inspection Report of Boiler( HYBN-T6-07=0089-001-2018)
PR AR TE HYBN-T6-07-0089-001-2018

8 Supplementary Rules

B

8.1 The System is under the jurisdiction of HR Dept.
A E AU S 3 005 1

8.2 The System is drafted by Equipment-Management Dept.

A BERLEER T WIS 20
8.3 Equipment Management Dept. is responsible for the interpretation of the System.
AR ) BE AR LRI 70 4
8.4 Reuvision, preparation and approval of the System are shown in table 1:

A 1] FEE R A G 1) 60 AR V00 L3 1

Form on Application for Scrapping/Shutdown of Special Equipment

Table 1 Revision, preparation and approval of document

R SUHRRA g ] R0 B HE R L
Deng Xianlin Zhao Tingyun Xu Ye Chen Liancai
2 2024-04-01 ‘ _ - .
XS JR AR AHE o] biEal)
Revision | Issued date Prepared by Reviewed by | Authorized by | Approved by
&S AT H 4 i) N HZA i E LN
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